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SUMMARY OF FEATURES SIMRAD® / OTHER MODULE  
COMPATIBILITY

Design All Touch Model

RADAR 
HALO® pulse compression domes and arrays. 

(3G/4G solid-state dome compatibility  
expected  Q1 ’23)

AUTOPILOT 
 NAC-1, NAC-2, NAC-3, NAC-D, AP44,  

AP48, RF25N

FLIR IP CAMERA  
(Projected Q1 ’23 – models to be announced)

SONARHUB/S5100  
Projected Q1 ’23

WM-4 
Projected 2023

COMPASS 
Precision-9, HS60, HS75

Charting – C-MAP® DiscoverX and  
C-MAP RevealX

Screen Size 7”/9”/12”

Screen Resolution
7” = 1024 x 600
9” = 1280 x 720

12” = 1280 x 800

Screen Brightness Minimum 1200 nits/SolarMAX™  
HD IPS screens

Video IP Video compatible w/ IPCAM-1, OmniSense 
Camera  (FLIR  expected Q1 ’23)

Sonar Power Built-in 1 kW CHIRP

CHIRP Sonar Frequencies High/Medium/Low

Imaging Sonar ActiveImaging™ 3-in-1  featuring SideScan™ 
and DownScan™ with FishReveal™

Power Supply Voltage 12V

Networking

NMEA® 2000, Wireless & Ethernet
Current : Sharing of Radar, Waypoints, Routes, 

Alarms, Brightness, Day & Night Modes 
 

Coming soon: Sharing of supported sonar 
types  (Projected Q1 ’23)

Mounting Flexible options include Front,  
Flush and Flat and Bracket Mounts


